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LED TUBE T8 series

9 Watt-400.36.L.T8.109
13 Watt - 400.36.LT78.113
14 Watt - 400.36.LT78.114
16 Watt - 400.36.LT8.116
23 Watt - 400.36.L.78.123
18 Watt - 400.36.LT8.118
24 Watt - 400.36.L.T8.124
30 Watt-400.36.LT8.130

108 Lumen / Watt

e (@)

Model number 400.36.LT8.114 400.36.LT8.118 400.36.LT8.123 400.36.LT8.116 400.36.LT8.124 400.36.LT8.130
Operation Voltage 190>264V Ac 190>264V Ac 190>264V Ac 190>264V Ac 190>264V Ac 190>264V Ac
Rated Power consumption 14 watt 18 watt 23 watt 16 24 watt 30 watt
Beam Angle / dispersion 140° x 160 ° 140° x 160 ° 140° x 160 ° 140° x 160 ° 140° x 160 ° 140° x 160 °
Color Temp. 3000 / 4000 K 3000 / 4000 K 3000 / 4000 K 3000/ 4000 K 3000 / 4000 K 3000/ 4000 K
Color Rendering >83 RA >83 RA >83 RA >83 RA >83 RA <83 RA
Brightness // Lumen 1512 1944 2484 1728 2592 3240
Effiency // LM/Watt 108 108 108 108 108 108
Driver SELV SELV SELV SELV SELV SELV
Single ended Yes Yes Yes Yes Yes Yes
Dimension mm. 1200 1200 1200 1500 1500 1500
Cover / efficiency Milky / 92 % Milky /92 % Milky / 92 % Milky / 92 % Milky /92 % Milky / 92 %
Model number 400.36.LT8.109 400.36.LT8.113

Operation Voltage 190>264V Ac 190>264V Ac

Rated Power consumption 9 watt 13 watt

Beam Angle / dispersion 140° x 160 ° 140°x 160 °

Color Temp. 3000 / 4000 K 3000 / 4000 K

Color Rendering >83 RA >83 RA

Brightness // Lumen 972 1404

Effiency // LM/Watt 108 108

Driver SELV SELV

Single ended Yes Yes

Dimension mm. 600 600

Cover / efficiency Milky / 92 % Milky /92 %
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